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BPA  |  MECHANICAL DETAILS

BPA   |   Mechanical Information Table

MODEL Overall Width 
(in.)

Nozzle Width 
(in.)

Mounting Width 
Rear (in.)

Mounting Width 
Top (in.)

BPA-1-60 63 60 61.5 59

BPA-1-72 75 72 73.5 71

BPA-1-84 87 84 85.5 83

BPA-2-120 123.12 120.12 121.62 119.12

BPA-2-132 135.12 132.12 133.62 131.12

BPA-2-144 147.12 144.12 145.62 143.12

BPA-2-156 159.12 156.12 157.62 155.12

BPA-2-168 171.12 168.12 169.62 167.12

BPA-3-180 183.24 180.24 181.74 179.24

BPA-3-192 195.24 192.24 193.74 191.24

BPA-3-204 207.24 204.24 205.74 203.24

BPA-3-216 219.24 216.24 217.74 215.24

BPA-3-228 231.24 228.24 229.74 227.24

BPA-3-240 243.24 240.24 241.74 239.24

BPA-4-240 243.36 240.36 241.86 239.36
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3.3.0

BOTTOM

NOZZLE WIDTH

REMOVABLE
BOTTOM ACCESS PANELS

6.00″

FRONT

REMOVABLE INTAKE SCREEN FOR FRONT ACCESS

(6) Ø 0.531″
REAR MOUNTING

HOLES

3.00"

1.50"

19.00"

MOUNTING WIDTH  - REAR

SIDE

AIR FLOW

25.00″

33.61″

TOP
JUNCTION
BOX

(4) Ø 0.531″
TOP MOUNTING HOLES

REMOVABLE TOP ACCESS PANEL

MOUNTING WIDTH - TOP

OVERALL WIDTH

2.75″

29.36″

1.50″
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