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TSD-E  |  ELECTRICAL

TSD-E   |   Electrical Table

MODEL KW

480/3/06 575/3/06

Separate Supply Circuits Separate Supply Circuits

Heat 1 Heat 2 Motors SPP* Heat 1 Heat 2 Motors SPP*

TSD-1-48E 40

48.1

(70)
-

6.1

(15)

54.2

(80)

40.2

(60)
-

3.9

(15)

44.1

(60)
TSD-1-60E 40

TSD-1-72E 40

TSD-2-96E 80

96.2

(125)
-

12.2

(20)

108.4

(150)

80.3

(110)
-

7.8

(15)

88.1

(125)
TSD-2-108E 80

TSD-2-120E 80

TSD-2-132E 80
48.1

(70)

48.1

(70)

12.2

(20)

108.4

(150)

40.2

(60)

40.2

(60)

7.8

(15)

88.1

(125)TSD-2-144E 80

TSD-3-144E 120

72.2

(100)

72.2

(100)

18.3

(30)
‡

60.2

(80)

60.2

(80)

11.7

(20)

132.2

(175)

TSD-3-156E 120

TSD-3-168E 120

TSD-3-180E 120

TSD-3-192E 120

TSD-3-204E 120

TSD-3-216E 120

TSD-4-192E 160

‡ ‡ ‡ ‡ ‡ ‡ ‡ ‡

TSD-4-204E 160

TSD-4-216E 160

TSD-4-228E 160

TSD-4-240E 160

TSD-5-240E 200 ‡ ‡ ‡ ‡ ‡ ‡ ‡ ‡

* With optional branch fusing for Single Point Power (SPP)

^ Consult factory for additional voltages

‡ High amp draws may be prohibitive. Reduced and custom kW available. Contact Factory.
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