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The CHA unheated air curtain has been tested in accordance with ANSI/AMCA 220 and meets the criteria for use as an
exception to the vestibule requirement in Climate Zones 3 and above. It is specifically designed to be dropped into the
ceiling above customer entryways where a standard air curtain is not desired.

OPTIONS

HEATING
Electric................ pg 111

<
m
(7]
=
W
(=
r
m
m
X
0
m
o
=
o)
4

FILTER

KVAll ATTTLLTTLRLTRLLR LR LR LR AU R AR AR R R R RN R R RN R RN RN RN RN R R e unnuney
/2 C|eaﬂab|e \\\\\\\\\\\\\\\\\\\\\\\\\\\l\\\lll\I\l|
W

llllllllllll'IllIIIIIIIIIIIIIIIIIIIIIIIII

GRILLE COLOR
The white grille is standard with this - - - 2 -
model. Consult factory for custom

color or metal.

AT A GLANCE

Single Incremental Widths Max Installation Height Heavy Duty Motors
I I | 3
> toll 14 74 HP
KEY DESIGN FEATURES

+ 18-gauge galvanized steel case installed above the ceiling.
*+ Heavy duty 3/4 HP motors. 1630 rpm each.

+ High efficiency discharge plenum ensures that air being
discharged fills the entire width and height of the opening.
This also lowers the operational sound level.

* White powder coated decorative intake grille.

* Directional air foil vane factory set to
facilitate deflection of air stream
+/- 20 degrees.

* Includes control panel.

RECOMMENDED CONTROLS
« ON / OFF switch -
* Magnetic door switch for activation

» Time delay relay

Powered Aire Inc. certifies that the Model CHA Air Curtain shown herein is licensed to bear the AMCA Seal for Air Performance. The ratings shown are based May 2020
on tests and procedures performed in accordance with AMCA Publication 211 and comply with the requirements of the AMCA Certified Ratings Program. PAAC-303




