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EHD-IG | Heating Information Table
Input mbtu / hr Number of Total Output Temp. Rise Weight For additional EHD-IG
per Heater Heaters mbtu / Hour (°F) (Ibs) performance information,
reference performance table
EHD-1-48IG 200 1 160 24 670 on page 182.
EHD-1-601G 250 1 200 25 700
EHD-1-72IG 250 1 200 20 730
EHD-2-961G 400 1 320 23 1205
EHD-2-108IG 400 1 320 22 1295
EHD-2-1201G 250 2 400 24 1378
EHD-2-1321G 250 2 400 23 1598
EHD-2-1441G 250 2 400 19 1650
EHD-3-1561G 350 2 560 26 1950
EHD-3-1681G 400 2 640 26 2005
EHD-3-1801G 400 2 640 26 2065
EHD-3-1921G 400 2 640 25 2120
EHD-3-2041G 400 2 640 25 2225
EHD-3-2161G 400 2 640 24 2278
EHD-4-2281G 350 3 840 27 2796
EHD-4-2401G 350 3 840 27 2865
High Speed 71 dBA Measured 10 ft. from unit in a free field based on a 1 motor unit
Voltages available 208 240 480 575
Amp draw per motor 17 15.8 7.9 6.3

The air curtain is direct drive, which avoids
misalignment of couplers and outboard bearings
R and eliminates periodic belt replacement.
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