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3.3.0

RECOMMENDED CONTROLS
•	ON / OFF switch

• Magnetic door switch for activation

• Time delay relay

LOW PROFILEEVE
Powered Aire’s Elite Vestibule Exception, EVE, was developed to be used as an exception to vestibules. The unit has met all 
criteria per various codes and has been tested in accordance with the ANSI/AMCA 220 standard. The EVE merges aesthetics 
and performance into a fashionable, low-profile air curtain designed for front-entry applications. The EVE offers a stylish intake 
and a curved, contemporary silhouette. Available in brushed stainless steel, white powder coat or black powder coat,
the EVE blends into a building’s architectural design and layout while effectively creating a barrier that
separates indoor and outdoor environments.

AT A GLANCE

OPTIONS
HEATING
Electric . . . . . . . . . . . . . . .               pg 121
Hot Water/Steam . . . . . .      pg 125

FILTER
½″ Cleanable

FINISHES
• Stainless Steel (shown)
• Black
• White

Single Incremental Widths

3' to 10'
Max Installation Height

12'
Heavy Duty Motors

¹⁄₅ HP
KEY DESIGN FEATURES

•	Three finishes to choose from. Stainless Steel, Black or White.

•	Heavy duty 1/5 HP motors. 1625 rpm each.

•	Custom pattern curved intake.

•	The motor/blower plate comes out of the unit as
	 an entire piece and  the electrical connections can
	 be made on the top or sides of the unit 
	 for more versatility.

•	May be used as an exception for vestibules.
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