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on tests and procedures performed in accordance with AMCA Publication 211 and comply with the requirements of the AMCA Certified Ratings Program.

3.3.0

MP-E
The Mini-Power’s with electric heat (MP-E) compact low-profile design is ideal for entrances where space is limited. 
The MP air curtain from Powered Aire has met all criteria to be used as an exception to vestibules as well as being 
tested in accordance with the ANSI/AMCA 220 standard. The MP-E model is often seen in toll booths (for fume 
control), zoos/amusements parks, food trucks, cannabis grow houses, restaurants (to separate smoking and 
nonsmoking sections) and offices.

AT A GLANCE

OPTIONS
HEATING
Unheated . . . . . . . . . . . . .pg 131
Hot Water . . . . . . . . . . . . .pg 137
Steam . . . . . . . . . . . . . . . .pg 137

Single Incremental Widths

30" to 10'
Max Installation Height

10'
Heavy Duty Motors

¹⁄₅ HP
KEY DESIGN FEATURES

• 18 gauge 304 stainless steel in a number three finish.

• Heavy duty 1/5 HP motors. 1625 rpm each.

• Air intake screen is perforated stainless steel with mill grain finish.

• The motor/blower plate comes out of the unit as an entire piece and 
 the electrical connections can be made on the top or sides of the unit 
 for more versatility.

• Can be used as an exception to vestibules

RECOMMENDED CONTROLS
• ON / OFF switch

• Built-in Time Delay Relay

• Thermostat

• Magnetic Door Switch for activation
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